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1 . 

An OASLM and a Method and Apparatus for Driving an OASLM 

The present invention relates to optically addressable spatial light modnlators and to a . 
method and apparatus for driving optically addressable spatial light modulators. The 
5 present invention.also relates to holographic displays comprising optically addressable 
spatial light modulators. 

It is well known that a three-dimensional image may be presented by forming an 
interference pattern or hologram on a planar surfece. The three-dimensional image is 

10 visible when the hologram is appropriately illuminated. Recenfly, iuterest has grown 
in so-called computer generated holograms (CGHs) which offer the possibility of 
displaying high quality images, which need not be based upon real objects, with • 
appropriate depth cues and without the need for viewing goggles. Interest is perhaps 
most intense in the medical and design fields where the need for realistic visualisation 

15' techniques is great Typically, a computer generated hologram involves the 
generation of a matrix of data values (each data value corresponding to a light 
transmission level) which simulates the hologram which might otherwise be formed 
on. a real planar surface. An important component of the CGH system is an optically 
addressed spatial Ught modulator (OASLM). This device comprises a photosensor 

20 layer, typically silicon (Si), and a hquid crystal (LC) layer with electrodes by which a 
voltage is applied across both layers. When a pattem of Ught of appropriate 
wavelength is incident onto the photosensor its resistance falls and allows most of the' 
applied voltage to drop across the LXi; which is then switohed in those areas which are 
illuminated. A light beam incident on the firont of the LC layer is then modidated by 

25 the LC and reflected from the Si (or from' an incorporated mirror) in such a way that 
an image is presented to a viewer. 

A holographic display system employing CGHs is described in GB2330471A and is 
ftirther illustrated iA Figure 1. The illustrated approach is known as Active Tiling , 
30 and involves the use of a relatively small Electrically Addressable Spatial Light 
Modulator (EASLM) 1 in combination with a relatively large OpticaUy Addressable^ 
Spatial Light Modulator (dASLM) 2. The holographic nmtrix (CGgDJs s^^^ 
into a set of sub-holograms, with the data for each sub-hologram b^fiig passed in turn 
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to the EASLM 1 . The EASLM 1 is iUununated &om one side with incoherent Kght 3. 
The OASDME 2 comprises a sheet of liquid crystal (in one example the liquid crystal is 
a bistable ferroelectric liquid crystal) which is switched from a first to a second state 
by a suitable voltage in the presence of incictent light la one method. Guide optics 4, 
which may include a shutter, disposed between the EASLM 1 and the OASLM 2, 
cause the ou^ut of the EASLM 1 (i.e. Hght transmitted through the EASLM 1) to be 
stepped across the surfece of the OASLM 2. The bistable nature of the OASLM 
Kqmd crystal means that the portion or "tile" 5 of the OASLM 2 onto which a sub- 
holographic imagp is projected and appropriate switching voltage applied, remembws 
that nnage until such time as the OASLM is reset by the application of an electrical 
voltage. It will be appreciated that, when all of the component images have been 
written to the OASLM, the OASLM will have "stored" in it a repKca of the complete 
holographic matrix. The image may be replayed by a coherent beam incident 6 on the 
LC. "When the next holographic image is ready to be transferred to the OASLM a 
. reset voltage is applied to remove the ©dsting image from the OALSM and prepare it 
for loading the neact image. The holographic display also typically comprises a large 
output lens, although this is not shown in Figure 1 . 

The structure of a typical OASLM is illustrated in Figure .2 and a simplified 
equivalent circuit is shown in Figure 3. In this circuit the voltage is applied to the Si 
side of the device and the LC side is earthed. This convention will be followed 
throughout the following discussion. From left to right in Figure 2, the layers are as 
follows; a first glass layer l,.an indium tin oxid6 layer 2 which forms a first 
transparent electrode, a silicon photosensor layet 3, a light blocking layer 4, a mirror 
5, a first alignment layer 6 which may be formed by brushing a polyimide layer, a 
liquid crystal (LC) layer 7, a second aligrmient layer 8, a second indium tin oxide 
layer 9, and a second glass layer 10. A voltage source 1 1 is coupled to the two indium 
tin oxide layers 2, 9 in order to control the switching of the OASIM. The silicon- 
indium tin oxide layer junction acts as a diode; when a voltage of a first positive 
polarity is applied across the device this diode is forward biased and most of the 
voltage will be dropped across the LC layer 7,. whilst when a voltage of a second, 
negative polarity is applied across the device, most of the voltage will be dropped 
across ^he silicon layer 3 unless write light is applied in which case the voltage will be 
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liquid crystal optically addressed spatial li^t modulator performance", Peremes F & 
Crossland W A, Opt Eng. 36 (8) 2294-2301 (August 1997)- 

A typical voltage signal for controlling an OASLM is illustrated in Figure 4. Prior to 
each write phase, a blanldbag pulse is appHed to the devic The blankmg pulse has a 
relatively large amplitude and duration and has a polarity in the opposite direction to 
the polarity of the photosensitive direction (ie. positive). Typically, the whole device 
may be illuminated entirely with write light for the duration of the blanking, pulse. 
The blanking pulse results in the molecules of the liquid crystal layer being oriented 
in a first direction. Each blanking pulse is followed by a write pulse which has a 
polarity in the photosensitive direction, the write pulse may be" separated in time firom 
the blanking pulse or may follow it immediately. There will usually be some means 
of DC balancing the blanking pulse and write pulse so that there is net zero DC, but 
this is not shown in the Figure. During a write pulse, the silicon side of the device is 
illuminated with the desired pattern. The result is that the applied voltage is dropped 
across the liquid crystal layer in those regions where the device is illuminated, causing 
the liquid crystal to switch to a second state. In non-illuminated regions of the device, 
the liquid crystal does not switch. The "switched'* pattern in the liquid crystal is lised 
to modulate a light beam incident on the liquid crystal side of the device. 

Prior art drive waveforms are described in, for example "Optimisation of ferroelectric 
liquid crystal optically addressed spatial light modulator performance", Perennes F & 
Cros^and W A, Opt. Eng. 36 (8) 2294-2301 (August 1997). In this example the erase 
pulse is immediately followed by a write pulse. This appears to be a simple bipolar 
pulse but it must be remembered that in fact it is two adjacent monopolar pulses of 
different polarity and different function, which may be separated in time. Applied 
Optics Vol. 31, No. 32, pp. 6859 - 6868, 10 November 1992, describes both erase and 
write, pulses which are bipolar. These may be applied with either polarity, i.e. leading 
part positive,. trailing part negative, or vice versa, since the device used has ohmic 
coiitacts. The function of the bipolar pulse in this eJcample is to maintain DC balance. 

Whilst a write pulse having a polarity in the photosensitive direction will be most 
effective at switching ill\mMnated areas of a device, there will be .a tendency for non- 
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illuminated areas to switch since fhey will leceive a reduced voltage of the same 
polarity. Careful design of the write pulse (shape, amplitude and width) is therefore 
required in order to achieve maxiTmnn disCTmination between switching of 
illuminated and non-illuminated regions. In addition, it is desirable to maximise the 
region of pulse amplitude-width space in which the device is operated in order to 
compensate for variations within the device, e.g. cell spacing, and in operating 
conditions, e.g. temperature. Furthermore it is desirable to maximise switching speed 
(iiiinimise switohing' pulse width) in order lhat images may be updated rapidly, e.g. 
for frame sequential colour. The relative thicknesses of Si and LC layers also 
influence switching since this changes their capacitance and thus the proportion of 
voltage appearing. across the LC due to capacitive division of voltage. ' These 
parameters will -affect the switohing charactraistic of the OALSM although not that of 
llieLC. All ofthese parameters need to' be optimised. 

It is an object of the present invention to increase the range of pulse amplitude-widths 
within which appropriate discrinoination between switohing of illuminated and non- 
illuminated regions is achieved whilst maintaining or improving switohing speed. 

When the OASLM is used in a holographic display system, particularly an Active 
Tiling™ system, flie resolution of the written image is important. It has been shown 
(G Moddel, 'Terroelectric liquid crystal spatial light modulators", Spatial Light 
Modulator Technology: materials, devices and applications, E Ef&on ed., pp. 287 - 
360, Marcel Dekker Inc., New York, 1995) that the product of image size and viewing 
volume is proportional to the number of pixels contained in the computer generated 
hologram. Pixels of the order of 10|mi in the OASLM are required, It is a further 
object of the present invention to improve or maintain the discrimination between 
switehed and non-switohed areas of LC as the size of the pixel is reduced. 

According to a first aspect of the present invention there is provided a method of 
controlling the switching of an optically addressable spatial light modulator 
(OASLM), to a first surface of which a write light signal is applied and to a second 
surface of which a read Ught signal is applied, the method comprising: 
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applying a bipolar switching wavefoim to control electrodes of the OASLM 
during each mite cycle such that the leading pulse of the waveform applies a voltage 
across the OASLM which is in the photosensitive direction and the trailing pulse 
applies a voltage which is not in the photosensitive direction. 

Preferably, flie shape and ampUtude of the bipolar pulse are such that the trailing pulse 
causes switching between stable states^ whilst the leading pulse causes substantially 
no switching between stable state. This switching between stable states is known as 
"latching'\ 

The switching waveform may have an asymmetric shape. In particular, the leading 
and trailing pulses may have different amplitudes and/or durations. More preferably, 
the duration of the leading pulse is less Ihan that of the trailing pulse and/or the 
amplitude of the leading pulse is less than that of the trailing pulse. 

By -appropriately selecting the pulse shapes, the amplitudes of the pulses can be 
reduced and/or the size of the operating window in the voltage - time plane of the 
switching characteristic can be increased. A lower operating voltage has many 
advantages including simpler and lower-cost drive chips, increased device lifetime 
and lower power consumption, whilst a widening of the operating window eases 
constraints on device parameters such as xmiformity of cell spacing (leading to 
variations in electric field), temperature variation within the device, and varying 
distortions of the applied voltage pulse in different areas of the device due to 
resistance and capacitance in the device. 

Prefocably, the pulse width ratio between the leading pulse and the trailing pulse is at 
least 1:4, more prefeiably at least 1:10. Alternatively or in addition the relative 
amplitudes of the leading and trailmg pulses may be varied to optimise switohing 
discrimioation. 

In this first aspect of the invention the OASLM used may oprarate as a photodiode 
having a blocking contact and asymmetric current-voltage response. 
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According to a second aspect of the present invention there is provided a method of 
controlling the switching of an optically addressable spatial light modulator 
(OASLTv^, to a first surfece of which a write light signal is applied and to a second 
surface of which a read light signal is applied, the method comprising: 

applying a bipolar switching waveform to control electrodes of the OASLM 
during each write cycle, one of the pulses of the switching waveform causrag 
illuminated areas of the OASLM to substantially switch from a first to a second state 
whilst causing substantially no switching of unilluminated areas, and the other pulse 
of the bipolar wavefonn causing unillmninated areas of the OASLM to substantially 
switch from the second to the first state whilst causing substantially no switching of 
illuminated areas. 

The amplitudes- and widths of the waveform pulses are selected to ensure switching of 
illuminated and' unilluminated areas of the OASLM to different states. More 
preferably, the pulse amplitudes and widths are chosen to lie within that region of * 
pulse amplitude/width space which is substantially bounded by: 

a) a line defining between 95% and 100% switching of illuminated areas to 
said first pulse of the bipolar waveform; and 

b) a line defining between 0% and 5% switching of unilluminated areas to 
said second pulse of the bipolar' waveform. 

or 

a) a line defining between 95% and 100% switching of unilluminated areas to 
said first pulse of the bipolar waveform; and 

b) a line defining between 0% and 5% switching of illuminated areas to said 
second pulse of the bipolar waveform. 

In certain embodiments of the present invention, each bipolar switching waveform is 
preceded by a blanking pulse which causes switching of the entire OASLM to either 
said first or second state. During the blanking pulse said first side of the OASLM 
may be completely illuminated. However, providing that'the switching discrimination 
of the leading and trailing pulses of the switching waveform is sufiBcient, the blanking 
pulse is not necessary. 



10 
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In this second aspect of the invention the device may operate as either a photodiode or 
a photoconductor. 

According to a third aspect of the present invention there is provided a method of 
controlling the switching of an optically addressable spatial light modulator 
(O ASLM), to a first surfiice of which a write light signal is applied and to a second 
surface of which a read light signal is applied, the ruefhod comprising: 

applying an asymmetric bipolar switching waveform to control electrodes of 
the O ASLM during each write cycle. 



According to a fourth aspect of the present invention there is provided an optically 
addressable spatial light modulator (OASLM) which in use is arranged to have a write 
light signal applied to a first surface thereof and a read light signal applied to a second 
surface thereof, the OASLM comprising: 
15 a ferroelectric liquid crystal which gives the OASLM device a response time 

for switching between the first and second states which depends upon the voltage 
applied across the OASLM and the response time having a minimum value at a given 
voltage. 

20 In this fourth aspect of the invention the device may operate either a photodiode or a 
photoconductor. In use, the switching pulse may be monopolar or bipolar. Where the 
switching pulse is monopolar, the pulse preferably causes unilluminated areas to 
switch and does not switch illuminated areas Where the switching pulse is bipolar, 
the leading part of the bipolar pulse preferably causes switching in the latching 

25 direction and the trailing part does not switch in the opposite direction. 

The use of a ferroelectric liquid crystal (FLC) mixture having a nunimum response 
* time for switching at a particular voltage (a xvnm mixture), provides for a large 
operatiiig region in the voltage-time plane which can be accessed at voltages higher 
30 than that for TninitYnmn pulse width. It should be noted that at voltages higher than the 
voltage for the TniniTmim pulse width and at a particular pulse width, discrimination 
between a switching and a non-switching voltage occurs when flie lower voltage 
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switches and the higher voltage does not switch.- Hence in flris mode of operation the 
nn-illmninated areas of the OALSM switch while the illmninated areas do not switch. 

The various aspects of. the invention described above may be combined to provide an 
OASIM system which has low voltage requirements and which operates with 
appropriate discrimination over a range of operating conditions and over a range of 
device tolerances with short pulse widths. 

. Other aspects of the invention relate to display systems employing the above methods 
• and are defined in the attached claims. 

For a better understanding of the present invention and in order to show how the same 
may be carried into effect reference will now be made, by way of example, to the 
* accompanying drawings, in which: 

Figure 1 illustrates schematically an Active Tiling™ holographic display system; 
Figure 2 illustrates schematically, an OASIM of the display system of Figure 1; 
Figure 3 illustrates a simplified eqtiivalent circuit of the OASLM of Figure 2; 
Figure 4 illustrates a typical control signal applied to the OASLM of Figure 2; 
Figure 5 illustrates a switching waveform sequence of the prior art for application to 
anOASUM; 

Figure 6 illustrates an alternative switching waveform sequence of the prior art for * 
application to an OASLM; 

Figure 7 illustrates an improved switching wavefomi sequence for application to an 
OASLM; 

Figure 8 illustrates an alternative improved switching waveform sequence for 
application to an OASLM; 

Figure 9 illustrates a furflier alternative switching waveform sequence for application 
to an OASLM; 

Figure 10 illustrates a further alternative switching waveform sequence for application 
to an OASLM; 

Figure 11 illustrates two switching waveform sequences for q)pIication to an 
OASLM; 
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Figure 21 illxxstrates a second switching waveform sequence comprising a pair of 
bipolar switching waveforms fox application to an OASLM and the resulting optical 
response; 

Figure 22 shows the switching response to the second of the switching waveforms of 
Figure. 21, i.e. having a positive leading pulse, not in the photosensitive direction, for 
fixe cases where the cell is illuininated; 

Figure 23 shows the switching response to the second of the switching waveforms of 
Figure 21, i.e. having a positive leading pulse, not in the photosensitive direction, for 
tiie cases where the cell is unilluminated ; 

Figure 24 is a combination of the traces of Figure 21 and 22 for the case of positive 
leading pulse and on which is identified a region of good switching discrimination 
between ilhxaiinated and uniUiuninated conditions; 

Figure 25 shows a combination trace for the case of negative leading pulse and on 
which is identified a region of good switching discrimination between illuminated and 
uniUiuninated conditions; 

Figure 26 shows a combination trace for the case of negative leading pulse and 
positive trailing pulse and on which is identified a region of good" switching 
discrimination due to leading pulse unilluminated switching and trailing pnlse 
illuminated switching; 

Figure 27 shows a combination trace for the case of positive leading pulse and 
negative trailing pulse and on which are identified two regions of good switching 
discrimination, one due to leading pulse unilluminated switching and trailing pulse 
illuminated switching, the other due to leading pulse illmninated switching and 
trailing pulse imilluminated switching; and 

Figure 28 shows three plots of diffraction efficiency for an OASLM device having 
gratings of fringe pitch 26.8 pm (a) , 16.1 pm (b) and 11.1 ym (c) written to the Si 
side of the device. 

The structure of a typical OASLM has-been described above with reference to Figure 
2, Such an OASLM may be used in the Active Tiling holographic display system of 
Figure 1, in other types of holographic display systems, or indeed in other systems 
and applications not related to holography. The following discussion is concerned 
with liie selection of a suitable control signal for application to OASLMs to cause the 
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write illiimination pattern to be '^written" to the device, so that the pattern cm 
subsequently be read out fiom the device by the application of a read light 

Figure 5 illustrates a switching waveform of the prior art and its switching effect on 
an FLC OASUM (The cell has a l.S\jm spaced LC region containing a mixture of 
50% SCE8 and 50% SCE8R (racemic) available from Clariant Gmbh). The first 
pulse is a negative blanking pulse which switches all of the LC to one state. Hie 
switching pulse is monopolar and its applied polarity is positive, opposite to the 
photosensitive direction. Two sets of switching data are plotted, one each for the case 
where the LC is illuminated (light) and un-iUuminated (dark), and for each set the 
point at which switching begins (speckle) and at which it is comLplete (cledn). 
Switchmg takes place above the 'clean* Ime, no switching takes place below the 
* speckle' Une. The two sets of switehing curves lie close together and it is not 
possible to find a voltage and time pulse width which is within the s^?ntehing region 
(above 'clean' switchmg line) for one case of illumination and outside the switching 
region (below 'speckle* switching line) for the other case of illumination. 

Figure 6 shows tiie response when the switching pulse of the prior art is applied in the 
photosensitive direction, A region is identified and shown shaded in which switching 
only occurs when the cell is un-illmninated. This device uses a Wmin FLC mixture in 
which discrimination occurs above Vnun, i.e. where the lower voltage caxxses switching 
and the higher voltage does not switch, hence the unilluminated areas of the device 
switch. 

Figures 5 and 6 show that the device is working as expected, ie. the discrimination 
occurs when tiie bias is in the photosensitive direction. 

Figure 7 shows a switchiug waveform using a (symmetric) bipolar pulse. This is 
described in the prior art (Applied Optics Vol. 31., No, 32,' pp. 6859 -7- 6868, 10 
November 1992) where the OASLM used has ohmic contacts. When ohmic contacts 
are used the switching response -is the same for either polarity of pulse. The device of 
our invention does not use ohmic contacts and this can be seen from the differing 
responses to pulses of each polarity in Figures 5 and 6, and 7 and 8. 
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In Figure 7 the trailing part of the bipolar pulse, which is the part that causes 
switching, is in the photosensitive direction yet the switohing curves lie close together 
and there is no discriniination to iltumination. In Figure 8 the trailing part of the 
5 bipolar pulse is not in the photosensitive direction yet an operating region of 
' discrinunation to illmnination is identified and is shown shsided. 

The effects of varying the shape of the bipolar switching waveform will now be 
considered In- particular the ejffects of making the bipolar waveform asymmetric will 
10 be considered. 

Figures 9 and 10 show an asymmetric bipolar pulse in which the leading part is one 
tenth the width of the trailing part. Figure 9 shows that when the trailing part of the 
pulse is in the photosensitive direction there is no operating window, but if the trailing 
1 5 pulse is not in the photosensitive direction then an operating window does exist This 
region is, again, shown shaded in Figure 10. The operating window is larger than that 
identified in Figure 8 where a symmetrical bipolar pulse was used. This operating 
window also occurs at shorter pulse widths (faster switching) than that of Figure 8. 

20 Figure' 11 shows the switching response of two asymmetric pulses where the leading 
pulse widths are a half and one third of the trailing pulse widths respectively. It can 
. be seen that the operating range is comparable to that of Figure 8 where a symmetrical 
bipolar pulse was used. 

25 The underlying mechanism which gives rise to the aforementioned results will now be 
explained. The FLC 7 is shown between the two alignment layers 6, 8. in Figure 2. As 
a consequence of the rubbing applied to the two alignment layers strong anchoring 
forces hold the molecules at the substrates of the device, but at greater distances from 
the substrates the effect diminishes. In the smectic C* phase with C2 alignment the 

30 material is aligned in a plurality of chevron shaped layers. Figure 12 shows one of . 
these chevron layers. This Figure also shows a so-called end view of the layer for the 
sake of completeness. The actual configuration occurring between the substrates of 
the device is very complicated. The liquid crystal director lies at a position on the 
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smectic cone that depends on tbe distance through the layer. A typical configuration 
is shown in Figure 12 for the ClU alignment geometry. In the absence of any applied 
field there is a roughly linear variation in the twist of the director ficom its position at 
the bottom (top) of the cone at the upper (lower) surface to a TnaYiimym twist at the 
5 chevron interfece. This structure is often referred to as the TDP or Twisted Director 
Profile. 

When a field is applied to the structure a distortion of this director profile occurs. The 
exact profile of the director through flie thickness of the layer then depends on many 
10 parameters, including the nature of the applied field (a.c, or d.c.), and the electrical, 
physical and elastic parameters of the liquid crystal material. 

There are two stable positions at the chevron interface which are broadly detranined 
by the value of the smectic cone and the tilt angle of the chevroned smectic layers. 
15 Certain orientations of the layer between crossed polarisers will give optical 
differences between the two states shown in the transndtted light intensity at. a given 
wavelength. A latching operation is said to result when an applied voltage waveform 
causes the director at the chevron interface to switch betweea these two stable 
positions. 

20 

The actual process by which the layer responds to a latching waveform is highly 
complicated and may involve a position dependent distortion of the director profile, 
distortion of the chevron layer profile,* changes in the smectic cone angle, and the 
nucleation of 3d domain structures within the layer. However, the switching will be 
25 here described in terms of a highly simplified model in which the director is at the 
same position described by the angle phi on the smectic cone throughout the entirety 
ofthe PLC layer. 

The simulation results shown in Figures 14 and 15 all make use of this model for the 
30 switching of the FLC layer and are based on the approach given in the paper by P. 
Maltese and R, Piccolo which appears in the Society of Information Display 
conference Digest 1993 on p642. 
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Figure 13A shows one of the switching cones around which the molecules (or 
director) of the FLC material can be thought to move. The Figure diows both of the 
possible fully-switched positions of tiie director DC and DC. FLC devices switch as 
a result of a net DC field fevouring one side of the cone. The polarisation directors of 
5 . the molecules, Ps and Pg' respectively, are also shown. In practice, however, as will 
be discussed below, the director does not occupy these fully-switched positions. 

Figure 13B shows a view of the cone from the end thereof (a so called *plan view*) 
showiag some positions of the director around the cone between position DC and 
10 position DC*. Position DC is denoted at ah angle of and position DC* is denoted 
an angle of (|) = 180®. Looking at the Figure, the director is assumed to rotate around 
the cone in a clockwise direction under the influence of an applied field of a certain 
polarity. However, the director of the LC molecules will only occupy the positions 
DC and DC under the continued influence of an applied field of suitable polarity and 
15 sufficient magnitude. When such a field is not present the director relaxes around the • 
cone away from the fully switched position to some extent. In this example the 
director starts from a relaxed position at an angle marked <|)r. • Once the director has 
been switched to the point <|)s, exactly halfway between the fiiUy switched positions 
DC and DC*, it will continue to move naturally towards DC (although it will 
20 eventually come to rest at (|)r*) to complete the switching process (at which point the 
LC is said to be latched). Switching occurs when the electric field results in a net 
torque on flie director tending to change ^. The speed of the switching will depend on 
the. magnitude of the torque and the total change in orientation through which the 
director moves. 

25 ■ . • 

The applied ferroelectric torque is dependent upon the position of the director aroimd 
the cone as shown in Figure 13C and is also linearly related to the magnitude and 
direction of the applied field for a particular director orientation. Figure 13C shows 
that for a particular applied voltage the implied torque reduces as the director moves 
30 fix)m the position « = 90° towards * = 0**. 

When the first part of a bipolar pulse, whose trailing part is chosen to switch the FLC, 
is applied to the director in its relaxed position, (J>r, its effect will be to move the 
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director towards the position ^=0. When the trailing part of the pulse is applied a 
greater torque will then be required to switch from the new position cIosct to <J>=0, 
When an illmninafion patt^ of write light is incident upon the device and the leading 
-part of the pulse is in the photosensitive direction then there will be two new director 
5 positions taken up, and (t>Nb for illuminated and non-illuminated respectively. Since 
ia the iQuminated areas there will be more voltage applied to the LC the director will 
move further towards <|>=0 in those areas. It turns out that these two different starting 
positions of the director, which lead to . a lower ferroelectric torque beiag applied in 
the illuminated region, lead to greater discrimination for switching when the trailing 
10 pulse is not in the photosensitive direction than when the director has a common 
starting position and the trailing pulse is in the photosensitive direction. 

It will be appreciated that if the leading pulse is too large in magnitude (voltage or 
pulse width or a combination of the two), it will result ia both the illummated and un- 
15 illuminated areas tending towards a position ^=0 and in this case there will be reduced 
discrimination and longer switching times. 

Computer modelling of the switching response of an FLC has been carried out to 
show the effect of reducing the width or amplitude of the first part of a bipolar pulse. 

20 As mentioned above the simulation uses a simplified model for the switching of the 
FLC layer which follows the approach of Maltese and Piccolo. Results are shown in 
Figures 14 and 15. Figure 14 shows the response of a bipolar pulse in which the 
leading part varies in width with respect' to the trailing part At the two extremes 
(indicated by broken lines) are the slowest pulse (symmetrical bipolar, leading width 

25 = trailing width) and the fastest pulse (monopulse, leading width = zero). 
Intermediate leading pulse widths give intermediate response times and it can be seen 
that as the leading pulse width reduces below -1/20 of the trailing width, the 
switching response time approached that of the monopulse. Similar effects are 
observed when reducing the voltage of the leading part of the pulse as ^shown in 

30 Figure 15. 

The discussion will now turn to the case where the leading part of the pulse and the 
trailing part of the pulse are both effective for switching in opposite illumination 
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states, so that the blanking pulse caa be dispensed with. This section will also 
desciibe ia more detail bow measurements have been made. In these measurements 
the switching cbaracteristics of a single pixel device, wholly illuminated or wboUy 
uniUuminated, have been measured.* 
•5 • 

Figure 16 (top) illustrates schematically two bipolar switching waveforms. For the 
purpose . of obtaining experimental results, the sequence of waveforms (i.e. first 
blaiiking pulse, first switching wavefonn, second blanking pulse, second switching 
waveform) was applied to the control- electrode of an OASLM. The advantage of this 
10 sequence is that it achieves dc balance across the OALSM device and allows the LC 
response to both polarities of bias to be measured. A first of the waveforms 12 has a 
positive leading pulse whilst the second wavefonn 13 has a negative leading pulse. 
Each switching pulse is preceded by a blanking pulse 14, 15 of the same polarity as 
the leading part of the switching pulse. Thus if the leading part of the pulse causes 
15 switching and the trailing part does not, this will not be detected since the state will be 
Ihe same as that switched to by the blanking pulse. This measurement will only detect 
switching to the trailing part of the bipolar pulse. The blanking pulses have fbced 
amplitudes and widths, chosen to ensure full switching. Immediately following each 
switching pulse, the intensity provides a measure of the switching resulting from the 
20 corresponding trailing pulse. In Figure 16, beneath the switching waveforms and 
blanking pulses there is illustrated -flie corresponding liquid crystal transmission state 
changes which result from the appUcation of the waveforms. The fiill line following 
the application of each blanking pulse indicates the fiilly switched states while the 
dashed lines foUowhig each switching pulse indicate the partial switched states that 
25 exist as the switching voltage is increased from the onset of switching until frdl 
latching occurs. 

In order to determine the switching characteristics of an OASLM. for the illustrated 
switching waveforms, switchiiig pulse widths w^e set and the voltage amplitude 
30 varied so that transmission levels were measured as a function of voltage at various 
pulse widths. From this data the voltage and pulse width for 5% and 95% switchiiig 
was extracted, hence the switching characteristics in the voltage — time plane were 
found. Measurements were made with the "silicon side" of the OASLM both 
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illimuBated (by green ligbt) and im-illiuninated. The cell was of nominal 1.5\xm LC 
spaciQg and contained mixture SCE8 available fiom Clatiant GmbH. 

Figure 17 illustrates fbe results for the condition of no illumination for the switclung 
5 pulse having a positive trailing pulse, (i.e. the second switching waveform in Figure 
16), not in the photosensitive direction, whilst Figure 18 illustrates the results for the 
same waveform under the condition of illumination. 

Figure 19 is a combination of the traces of Figures 17 and 1 8. The areas shown cross- 
10 hatched in the Figure are those areas in which there is switching discrimination to* the 
trailing pulse under the application of write light The larger cross-hatched region (to 
the left of the minima in the switching characteristic) is that region in which the 
trailing pulse causes 95% or more of the illuminated area to switch (from the state set 
by the blanking pulse) hut less than 5% of the non-iUuininated area ttf switch. The 
15 smaller cross-hatched region (to the right of the minima in the switching 
characteristic) is that in which the trailing pulse causes 95% or more of Ihe un- 
illuminated area to switch (from the state set by the blanking pulse) but less than 5% 
of the illuminated area to switch. Note that comparisons on the relative size of these 
two regions of discrimination should not be made solely on the evidence of Figure 19 
20 since there is potentially a larger region of discrimination at higher voltages which has 
not been measured. 

Figure 20 illxistrates the equivalent composite trace for the first switching waveform 
in Figure 16, i.e. with Si biased negative, Ihe photosensitive direction, with the cross- 
25 hatched areas again illustrating regions of good switching discrimination (for the 
trailing pulse). As above it is not possible to compare the relative sizes of the 
switching windows above and below the minimum in the response time. 

An interesting point to note from Figures 19 and 20 is .that the region of 
30 discrimination below the minimum in the response time is larger in Figure 19 than in 
Figure 20. It is thus the case that a switching waveform having a leading pulse in the 
* photosensitive direction and a trailing pulse not in the photosensitive direction is 
preferable to a switching pulse of opposite polarity, when operating in the region 
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below the TniniTmim in the switching characteristic. This is contraiy to conventioBal 
wisdom which has argued that switching with a bipolar waveform will be due to the 
trailing pulse, and fibat the trailing pulse must therefore be in the photosensitive 
direction. This result reinforces those given earlier describing the first aspect of the 
invention. 

The upper trace in Figure 21 illustrates an. alternative control signal sequence (again 
achieving dc balance) in which, for each switching waveform, the leading pulse has a 
polarity opposite to that of the preceding blanking pulse, and the trailing pulse has the 
same polarity as the preceding blanking pulse. In this case only switching due to the 
leading pulse alone wiU be measured, i.e. if there is no switching, or if both parts of 
the pulse switch, the transmission will be left in the same state as switched to by the 
preceding blanking pulse. The corresponding change in intensity resulting from this 
switching sequence is illustrated in the lower trace in Figure 21 . 

The operating regions for the leading pulse are more complex than those for the 
trailing pulse since, for a, particular pulse width, trailing pulse switching effectively 
cuts off leading pulse switching above a certain voltage. This leads to an enclosed 
region of switching. Figure 22 illustrates the results for "the condition of illumination 
for the switching pulse having a positive leading pulse, (i.e. the second switching 
' waveform in Figure 21), not the photosensitive direction, and the area enclosed by the 
lines is the switching region. Figure 23 illustrates tiie results for the same waveform 
under the condition of no iUuinination 

Figure 24 illustrates a composite trade for the data of Figures 22 and 23. The cross- 
hatched areas are those in which good switching discrimination can be achieved for 
the leading pulse. 

Figure 25 is the equivalent composite trace for the first switching, waveform of Figure 
21 (i.e. having a negative leading pulse and a positive trailing pulse). 

From these Figures it can be seen that the operating window is larger when the 
leading pulse is in the photosensitive direction. This is what would be expected since 
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fhe leading pulse is effectively behaving as a monopulse, there is no immediately 
preceding pulse to ioflnence the director and- move it jfrom its relaxed position. The 
trailing pulse influences the operating window since it will switch back from the state 
switched to by leading pulse under certain conditions of voltage and pulse width, 

5 

As already described, the traces of Figures 19 and 20 illustrate the switching 
characteristics of the trailing pulse of respective bipolar switching waveforms, whilst 
Fijgures 24 and . 25 illustrate tbe switching characteristics of the leading pulse of 
respective bipolar switching "waLvefoipis. These two sets of characteristics can be used 

10 to design a bipolar switching waveform which provides switching (of good 
discrimination) to both leading and trailing parts of the waveform. In particular, fhe 
characteristics can be used to design a waveform which provides switching to one part 
which reinforces fhe state imposed by the blanking pulse (in appropriate regions- 
illuminated or unillunainated) and switching to the other part to the opposite state (in 

15 appropriate regions - illuminated or unilluminatecQ. 

Considering jSrstiy a bipolar switching waveform having a negative leading pulse and 
a positive trailing pulse (the first switchiag waveform in Figure 21 and the second 
waveform in Figure 16), Figure 26 combines the relevant traces of Figures 19 and 25 

20 to illustrate fhe combined switching characteristics (to both fhe trailing and leading 
pulses) for this bipolar switohing waveform. Similarly, Figure 27 combines the traces 
of Figures 20 and 24 to illustrate the combined switching characteristics (to both the 
trailing and leading pulses) for a bipolar switching waveform having a positive 
leading pulse and a negative trailing pxilse. The cross-hatehed regions in Figures 26 

25 and 27 illustrate only those operating regions in which switching occurs to both 
leading and trailing pulses with good discrimination; regions of discrimination to one 
pxilse only are not indicated. 

Operating within the cross-hatched areas of Figure 26 (corresponding to a switching 
30 waveform having a negative leading pulse and a positive trailing pulse), the following 
switehing sequence can be assumed. 

For the negative leading part - 
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■ Non-iUmninated areas - leading pulse (switching area bounded by "A" ) - 
switch - this reinforces the *down* state already existing due . to the 
blankmg pulse, by moving the director fix)m its relaxed position to the 
*fully switched' position. 

■ niuminated areas - leading pulse (switching area bounded by "o" ) — non- 
switch - this leaves the liquid crystal in the *down' state, but in a relaxed 
director state since there is no switching effect 

Positive trailing part - • 

■ Non nittounated areas — trailing pulse (switehing area tounded by "0" ) - 
non-switch - this leaves the director in the *down' state. Even if the pulse 
was in the partial switch region, the fact that the director is in the fully 
switched state makes switching more diflScult than from the relaxed state. 
There is no tendency of the non-illuminated areas to switch to the *up* 
state, 

■ * Illuminated - the trailing pulse (switching area bounded by ) — switch 

- switches the liquid in the.illuminated area to the 'up' state. 

Note that even if there was no blanking pulse, and whatever the state of the liquid 
crystal before application of the bipolar pulse, it will always be switched to the 
desired state since - 

■ The non-illuminated part is switched Mown' during the leading part of the pulse 
(if not already in that state) 

■ The illuminated part is switched *up' in the trailing part of the pulse. 

A similar explanation can be applied to the operating regions illustrated in Figure 27. 
The operating region within the cross-hatched area above 35Y corresponds to a 
switching waveform having a ne^tive trailing pulse switching where vmilluminated 
and a positive leading pulse switching where illuminated; the cross-hatched operating 
region below 25V corresponds to a switching waveform having a negative trailing 
pulse switching where ilkuninated and a positive leading pulse switching where 
imilluminated. 
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It will be appreciated by the person of skill in the art Ihat various modiflcatLons may 
be made to the above described embodiments without departLng from the scope of the 
present invention. 
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Claims 

1 . . A method of controlling the switching of an optically addressable spatial light . 
modnlatot (OASLM), to a jSbcst surface of which a write U^t signal is applied and to a 
second surface of which a read light signal is applied, the method comprising: 

applying a bipolar switching wavefonn to control electrodes of the OASLM 
during each write cycle such that the leadmg pulse of Ihe waveform applies a voltage 
.across the OASLM which is in the photosensitive direction and the trailing pulse 
applies a voltage which is riot in the photosensitive direction. 

2. A method according to claim 1, wherein the shape and amplitude of the 
bipolar pulse are such that the trailing pulse causes switching between stable states. 

3. A method according to claim 2, wherein the shape and amplitude of the 
bipolar pulse are such that the leadiag pulse causes substantially no switching 
between stable state. 

4. A method according to any one of the preceding claims, wherein the switching 
waveform has an asymmetric shape. 

5. A method according to claim 4, wherein the duration of the leading pulse is 
less than that of the trailing pulse and/or the amplitude of the leading pulse is less than 
that of the trailing pulse. 

6. A method of controlling the switching of an optically addressable spatial light 
modulator (OASLM), to a first surface of which a write light signal is applied and to a 
second surface of which a read light signal is applied, the method comprising: 

applying a bipolar switching waveform to control electrodes of the OASLM 
during each write cycle, one of the pulses of the switching waveform causing 
illuminated areas of the OASLM to substantially switch from a first to a second state 
whilst causing substantially no switching of uniUmninated areas, and the other pulse 
' of the- bipolar waveform causing unilluminated areas of the OASLM to substantially 
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switch firom the second to the ftst state whilst causing substantially no switching of 
illuniinated areas. 

7. A method according to claun 6, wherein the pulse amplitudes and widths are 
5 chosen to lie within that region of pulse amplitude/width space which is substantially 

botindedby: 

a) a line defining between 95% and 100% switching of illuminated areas to said first 
pulse of the bipolar waveform; and . " 

• b) a line defining betwera 0% and 5% switching of unilluminated areas to said 
1 0 second pulse of the bipolar waveform. 

8, A method according to claim 6, wherein the pulse amplitudes and widths are 
.chosen to lie within that region of pulse amplitude/width space which is substantially 

. bounded by: 

15 a) a line defining between 95% and 100% switching of unilluminated areas to said 
first pulse of the bipolar wavefomi; and 

b) a line defining between 0% and 5% switching of illuminated areas to said second 
pulse of the bipolar waveform. 



20 9. A method according tq any one of claims 6 to 8, wherein each bipolar 
switching waveform is preceded by a blanking pulse which switohes the entire 
OASLM to either said first or second state. 

10. A method according to any one of claims 6 to 8, wherein the bipolar switching 
25 wavefomi is not preceded by a blanking pulse. 

11. A method according to any one of claims 6 to 11, wherein the switching 
wavefomi has an asymmetric shape. 

30 12. A method of controlling the switching of an optically addressable spatial light 
modulator (OASLM), to a first surface of which a write light signal is applied and to a 
second surface of which a read light signal is applied, the method comprising: 
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applying an asyimnetric bipolar switcbing wavefoim to control electrodes of 
the OASIM ditting each write cycle. 

13. A method according to claim 12, wherein the polarity of the leading pulse of 
5 the bipolar waveform is in the photosensitive diiectioiL 

14. A method according to claim 12 or 13, wherein the pulse width ratio between 
the leading pulse and the traihng pulse is at least 1:4. 

10 15. A method according to any one of the preceding claims, wherein the OASLM 
comprises a liquid crystal having a response time for switching between first and 
second states which depends upon the voltage across the liquid crystal layer, the 
response time having a mirtimum at a given voltage. 

15 16. A method according to any one of the preceding claims, wherein the bipolar 
pulse switching wavefoim causes iinilluininated areas to switch and does not switch 
illuminated areas 



17. An optically addressable spatial light modulator (OASLM) which in use is 
20 arranged to have a write light signal applied to a first surface thereof ancl a read light 

signal applied to a second surface thereof, the OASLM comprising: 

a ferroelectric liquid crystal which gives the OASLM device a response time 
for switching between the jSrst and second states which depends upon the voltage 
applied across the OASLM and the response time having a nainimum value at a given 
25 voltage. 

18. A display system comprising an optically addressable spatial light modulator 
according to claim 17. 

30 19. A display system comprising: 

an optically addressable spatial light modulator (OASLM); 

means for applying a write light signal to a first surface of the OASLM; 

means for applying a read light signal to a second surface of the OASLM; and 
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OASLM control means for applying a bipolar switching waveform to control 
electrodes of the OASLM diiring each write cycle such that in use the leading pulse of 
* the waveform applies a voltage across the OASLM which is in the photosensitive 
direction and the trailing pulse applies a voltage which is not in the photosensitive 



OASLM control means for applying a bipolar switching waveform to control 
electrodes of the OASLM during each write cycle, wherein in use one of the pulses of 
the switching waveform causes illuminated areas of the OASLM to substantially 
switch from a fihrst to a second state whilst causing substantially no switching of 
1 5 unilluminated areas, and the other pulse of the bipolar waveform causes unilluminated 
areas of the OASLM to substantially switch from the second to the first state whilst 
causing substantially no switching of illuminated areas. 

21 . A display system comprising: 
20 an optically addressable spatial light modulator (OASLM); 

means for applying a write light signal to a first surface of the OASLIv^t 
means for £qpplyiiig a read light signal to a second surface of the OASLM; and 
OASLM control means for applying an asymmetric bipolar switching 

waveform to control electrodes of the OASLM during each write cycle. 



5 



directioiL 



10 



20. 



A display system comprising: 

an optically addressable spatial light modulator (OASLM); 

means for applying a write light signal to a first surface of the OASLM; 

means for applying a read light signal to a second surface of the OASLM; and 
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ABSTRACT 

An OASLM and a Metiiod and Apparatus for Driving an OASLM 

A method of controlling the switching of an optically addressable spatial light 
modulator (OASLM), to a first surface of which a write light signal is applied and to a 
second surface of which a read light signal is applied. The method comprises 
applying a bipolar switching waveform to control electrodes of the OASLM during 
eacH \yrite cycle such that the leading pulse of the waveform applies- a voltage across 
the OASLM which is in the photosensitive direction and the trailing pulse applies a 
voltage which is not in the photosensitive direction. 
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Figure 18 



Switching chaxacteristic for OASLM test ceU with Si biased positive (not photosensitive 
direction) to bipolar trailiag pulse 

Key - x; dotted line - 5% switching, full line - 95% switching 
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Si biased negative, photosensitive 
Regions ofillumiiialion discrimination for bipolar tcafling pulse switching. Fig 6a is a 
combination of iBlguies 5a and 5b. Figure 6b is ttie corresponding data for Si biased negative, 
i.e. l3iB photosensitive direction. , . 

Key:- • • .. - 

X, dotted line - 5% switching illuminated; □, full line - 95% switching illummated; 
+, dotted line - 5% switching non-illuminatBd; O, fiill line - 95% switching non-illuminated; 
hatched area — regions of discrimination (only switch when illuminated) 
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Switching cliaracteristic for OASLM test ceU with Si biased positive (not photosensitive 

direction) to bipolar leading pulse 
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Figure 25 

Regions of illimiination discrimmatioii for bipolar leading pulse switching. 

Figure 24 is a conibination of figures 2 1 and 22. . 

Figure 25 is the corresponding data for Si biased negative, Le. the photosensitive direction. 

Key:- 

X, dotted line - 5% switching illuminated; fuU line - 95% switching illununated; 

+, dotted line - 5% switching non-illuminated; O, full line 95% switching non-illuminated; 

hatched area - regions of discrinunation (only switch when illuminated) 
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Regions of iUumiaation discrinunation for bipolar negative leading pulse, positive trailing 
pulse switching. 
Key '~ 

A, dotted line - 5% switching A, fiillline - 95% switching leading pulse unilluminated; 
O, dotted line - 5% switching fiill line - 95% switching leading pulse illuminated; 
0,' dotted line - 5% switching full line - 95% switching trailing pulse unilluminated; 
, dotted line - 5% switching fuU line - 95% switching trailing pulse illuminated. 
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Figure 27 



Regions of mmnmation discrimination for bipolar positive leading pulse, negative trailing 
pnlse switching. 

A^dotted line - 5% switching A , full line - 95% switching leading pulse uniUuminated; 
O dotted line - 5% switching fiill line - 95% switching leading pulse illummated; 
0 dotted line - 5% switching ♦ , fiiU line - 95% switdhing trailing pUlse uniUuminated; 
' dotted line - 5% switching fiill line - 95% switching trailing pulse illuminated. 
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